
Modular Switches

Features
n Designed in Italy, Made in India

n Adaptable to your existing metal boxes 

n All accessories in Glossy Grey & Glossy White colours 

n Plates in two shapes - Virna & Basic

n Top plates are available in nine colours  i.e. White, Grey, Red, Green, 
Yellow, Blue, Walnut, Metallic Slate & Metallic Titanium  

n 100% isolated switching chambers

n Available in 1 module  to 18 module options 

n 25A/32A switch socket for air conditioners and geysers 

n Modular MCB  available from 6A~32A 

n Motor starter available in 16A Grey & White colours

Modular Switches

Features
n Compatible to market boxes 

n Silver contacts for high conductivity and long life

n Spring loaded socket contacts for secure  connections 

n Top Plates with night time locator strip 

n Hum-free fan regulators

n Wide range of modular accessories

n 25 Amps. switch socket for air-conditioners and geysers 

n Top plates available in seven colours i.e. White, Grey, Red, Green, 
Yellow, Blue & Walnut

Modular Switches

Features
n Range 1 module to 12 modules in vertical & horizontal options 

n Available in IP40 & IP55

n Automobiles industries, shipyards, construction sites etc. 

n Indoor food environment like dairies & processing units etc.

n Power supply utilities, garden applications on poles for power 
distribution

n Residential outdoor bell push, kitchens, bathroom, swimming pools, 
chemical plants, laboratories etc. 

Wires & Cables

Features
n Single Core Flame Retardant Cables (FR)

n Single Core Flame Retardant Low Smoke Cables (FRLS)

n Single Core Zero Halogen Low Smoke Cables (ZHLS)

n Single Core Heat Resistant Cables (HR) 

n Single Core Flexible Cables (FR)

n Multi Core Circular Flexible Cables 

n Three Core Flat Submersible Cables

n Switchboard / Telephone Cables

n Co-Axial Cables
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WiNtrip - MCB Changeover Switch

Range
Range: 25A, 40A & 63A
Poles: 2P & 4P

Features
n Compact design

n Double break contacts

n Shrouded terminals

n Can be mounted with other products like MCB, RCCB, Isolator in 
Distribution Board

n Front operation with three positions I-O-II mid position OFF

Conforms to IS/IEC60947-3:1999

 Modular MCB

C&S  is a modular protection device against overload and short 
circuit. The perfect solution for Ac's, Refrigerators & Electrical appliances. 
Can be installed with DIVINO switch series 'Designed in Italy. Made in India'.

Range

Rating:  6A, 10A, 16A, 20A, 25A & 32A

Poles: Single Pole

Features

n Compact & space saving design

n Overload & short circuit protection

n Rapid closing mechanism 

n Easy to operate & replace

n Brass terminals in both side 

n Supply Indication

Conforms to IS/IEC: 60898: Part1: 2002
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WiNtrip MCB & Isolator
MCB
Rating: 0.5A ~ 125A
  0.5A ~ 63A (DC)
Poles: 1P, 1P+N, 2P, 3P, 3P+N, 4P
	 	 1P & 2P (DC)

Isolator
Rating: 25A~125A
Poles: 1P, 2P, 3P & 4P 

Features
n Tripping curves: B, C & D
n Breaking Capacity 10kA
n IP 20 degree protection
n Trip Free mechanism with padlocking facility
n Low Power Consumption
n Current limiting design - class 3
n Air Circulation

Conform to IS/IEC 60898-1-2002 (for MCB) & IS/IEC 60947-3 (Isolator)

WiNtrip2 MCB & Isolator

MCB 
Rating: 0.5A ~ 63A
  0.5A ~ 63A (DC)
Poles: 1P, 1P+N, 2P, 3P, 3P+N, 4P
	 	 1P & 2P (DC)

Isolator
Rating: 25A~100A
Poles: 1P, 2P, 3P & 4P 

Features
n Tripping curves: B, C & D
n IP 20 degree protection
n Breaking Capacity 10kA
n Trip free mechanism with padlocking facility
n Low power consumption
n Current limiting design - class 3
n Air circulation

Conform to IS/IEC 60898-1-2002 (for MCB) & IS/IEC 60947-3 (Isolator)

WiNtrip RCCB

Range

Range: 16A~100A

Sensitivity: 30, 100 & 300mA

Poles: 2P & 4P

Features

n Automatically measures and disconnect the circuit when earth fault/
leakage current occurs and exceeds the rated sensitivity

n High short-circuit current withstand capacity 6kA 

n Dual termination possible  for both cable and comb type busbar

Conforms to IS/IEC12640-1-2008

WiNtrip Distribution Boards
Range

n SPN/TPN distribution board horizontal - single & double door

n WiNclass SPN/TPN distribution board horizontal-single & double door
n VTPN distribution board  with MCB & MCCB as incomer
n PPI distribution board/TPN phase selector DB 
n 7 Segment distribution board / flexy (tier) DB 
n Polycarbonate cover consumer unit DB / acrylic SPN DB 
n Telephone & TV socket SPN/TPN distribution board/plug & socket  

distribution board - metal clad & plastic
n Metal & plastic enclosures/cable end box distribution board
n Acrylic TPN  distribution board/pre-wired distribution board
n Vertical/horizontal TPN transparent DB with acrylic cover

Features
n Fully equipped DBs supplied with busbar, earth links, neutral links and 

inter connecting links. 
n Insulated/captive busbar and neutral links, for safety and protection 
n Unique feature of PAN assembly with adequate wiring space. 
n Knock outs on the all sides 
n Double door DB with IP42 /IP43

C&S Electric Limited is amongst the leading suppliers of electrical equipment  
in  India and  is  India's  largest exporter of industrial switchgear. It's 
wide range of electrical and electronic products find application in power 
generation, distribution, control, protection and final consumption.

In India, C&S Electric LV Components have served for 5 decades in critical 
applications like power plants, refineries, buildings, telecom & infrastructures.

Manufacturing Facilities

 Mini MCB DP

Range
Rating: 6A, 10A, 16A, 20A, 25A & 32A
Poles: SPN/DP

Features
n Compact & Space saving design
n Overload & Short Circuit Protection
n Rapid closing mechanism
n Easy to Operate & replace
n Brass terminals in both side
n Supply Indication

IS/ IEC: 60898: Part 1: 2002

Highlights


